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Aggregate Recycling Facility



SBc Contracts is establishing a facility at the Langlee site for
recycling Construction, Demolition & Excavation Waste (CDEW).

CDEW is defined as Inert, Non-Hazardous and
uncontaminated wastes including the following groupings:

• concrete
• masonry
• bricks
• tiles & ceramics
• stone
• asphalt
• terracotta
• mixed flows of the above
• unbound granular materials



• The process is designed to minimise the amount of waste material
going to landfill thus saving on landfill costs and usage.

• Produce a range of recycled aggregates for future usage on our
jobs or for resale to other contractors such as:

1. Aggregates for SHW sub-base types 1, 2 and 3
2. Aggregates for SHW capping layer
3. Aggregates for SHW fill
4. Aggregates for general fill
5. Other graded aggregates



WARRIOR
1400

FEEDSTOCK

MATERIAL TO
CRUSHER

WASTE TO
LANDFILL

Material 0 – 50 mmMaterial > 50 mm

Sub Base
Type 1

Crusher
Run

Clean
4 by 2

Approx
12,000

Tons/PA

EXISTING SITUATION



WARRIOR
1400

FEEDSTOCK

CHIEFTAN 1400
PRE SCREEN

POWERSCRUB
WASHING PLANT

FINES
MASTER

MATERIAL TO
CRUSHER

WASTE TO
LANDFILL

CHIEFTAN 1400
SCREEN

Washed
Sand

10 mm aggregate

20 mm aggregate

40 mm aggregate

Material 0 – 8 mmMaterial > 50 mm

Material 8 – 50 mm

Sub Base
Type 1

Crusher
Run

Clean
4 by 2

NEW SITUATION



POWERSCRUB



FINES
MASTER



CRUSHER

FEEDSTOCK





POWER
SCREEN



CRUSHER



POWER
SCREEN



CLEAN
4 BY 2



ENTIRE
SET-UP



SUB
BASE

CRUSHER
RUN


