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SECTION

triple lapped slated roof over Proctor 
roofshield on 22mm sarking.  Slates double nailed 

each course with copper nails and have min. headlap 
of 75mm

145 x 45mm wall frame with studs at 600mm c/c 
145 x 45mm bottom and head rails, sole plate and head 
binder and mid height dwangs
900 x 150 x 30mm 3mm thick galvanised 
tie down straps screw fixed to floor slab 
and studs at locations shown on floor plan

full width dpc beneath sole plate

ground excavated to undisturbed subsoil free of 
debris and vegetation

compacted type 1 hardcore built up in layers 
no greater than 200mm

15mm OSB fitted to inner faces of wall 
12mm Promat Masterboard at carport gable

150mm concrete raft foundation fitted with 
A 193 mesh top and bottom of slab

slab cast over 1200guage dpm with lapped and  
tapped joints on 25mm sand blinding

150mm between ground level and top 
of slab level
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both ends of each rafter fixed to headbinder 
with galvanised truss clips

110mm 
RW drop 
with trap

duct for power

spare duct

duct for water

FRONT ELEVATION

REAR ELEVATION GABLE ELEVATION

45 x 225 ridge plate

195 x 45mm rafters at 600mm c/c

145 x 45mm struts faced with 12mm OSB 
at inner face

195 x 45mm ceiling ties at 600mm c/c
145 x 45mm head binder

3 No. 195 x 45mm timber lintels spicked together 
forming beam over opening

concrete ramp up

22mm Weyroc Protect to attic storage area

slated roof

lindab gutters and downpipes

145 x 145 timber post fixed to 
slab with galvansied steel 
shoe and post

horizontal board and batten 
timber cladding

rwp
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aluminium powder coated 
verge
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flow and return 
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air source heat 
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all walls and ceilng 
enclosing store fully 

insulated 
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tundish with protective 
cage over
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