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‘ GENERAL NOTES
1. This drawing is to be read in conjunction with all other drawings and specifications
produced by both the Architect and Engineer. Any discrepancy or conflict between the
drawings should be referred to either party before proceeding.

2. Al work shall be in accordance with all the relevant British Standards, Codes of Practice
and the Building Standards (Scotland) Regulations.

3. Do not scale from these drawings. All dimensions are to be checked on site by
Contractor prior to commencement of work on site or any fabrication or materials ordering.

4. The Contractor’s attention is drawn to their responsibility to ensure the safety and
well-being of both site operatives and the public during the course of the works.

5. Fire protection to Architect’s details. Fire protection to be 60mins and provided by fire
board or intumescent paint.
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GENERAL NOTES 1. This drawing is to be read in conjunction with all other drawings and specifications produced by both the Architect and Engineer. Any discrepancy or conflict between the drawings should be referred to either party before proceeding. 2. All work shall be in accordance with all the relevant British Standards, Codes of Practice and the Building Standards (Scotland) Regulations. 3. Do not scale from these drawings. All dimensions are to be checked on site by Contractor prior to commencement of work on site or any fabrication or materials ordering. 4. The Contractor's attention is drawn to their responsibility to ensure the safety and well-being of both site operatives and the public during the course of the works. 5. Fire protection to Architect's details. Fire protection to be 60mins and provided by fire board or intumescent paint.
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